NOTIES:

1.0 MATERIALS:
1.1 HOUSING & NUTS: STAINLESS STEEL PER
ASTM—AD82, TYPE 303.

1.2 CENTER CONTACT: BERYLLIUM COPPER ROD
ALLOY C172, PER ASTM—-B196.

1.3 DIELECTRIC: PTFE FLUOROCARBON PER ASTM—-D1457.

2.0 PLATING:

2.1 HOUSING & NUT: PASSIVATED PER MIL-F-14072
AND QQ-P-35

2.2 CENTER CONTACT: GOLD PER MIL-G—-45204
TYPE I1, CLASS 2.

3.0 ELECTRICAL SPECIFICATIONS:
3.1 FREQUENCY RANGE: DC to 8.0 GHz.
3.2 VSWR (MAX.):

DC to 4.0 GHz .05:1

4.0 to 8.0 GHz 001

]
1
3.3 IMPEDANCE: 50 OHMS.

4.0 DIMENSIONS IN PARENTHESIS ARE IN MILLIMETERS.

5.0 MECHANICAL:

5.1 INTERFACE PER MIL-STD—-348 IN ACCORDANCE
WITH MIL-A-55339.

5.2 CENTER CONTACT CAPTURED IN ACCORDANCE
WITH MIL—-A~355339.

ALL OTHER MECHANICAL, ELECTRICAL, AND
ENVIRONMENTAL CHARACTERISTICS ARE N
ACCORDANCE WITH MIL—-A-55339.
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TYPE N PLUG PER
MIL-STD—-348, FIG. 3041

UNLESS OTHERWISE
NOTED DIMENSIONS
ARE IN INCHES AND
TOLERANCES ARE:

FSCM NO.
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contained in this
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PARALLELITY: T.LR.

drawing is proprietary
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