NOTES:
1.0 SPECIFICATIONS:
1.1 FREQ. RANGE: DC to 2.0 GHz
1.2 ATTENUATION ACCURACY:
0dB  +0.3/—0dB
0.5 — 6dB +0.3dB

7 — 20dB

+0.5dB

A FEMALE CONN.

21 — 30dB  +1.0dB
1.3 MAXIMUM VSWR: 1.07 + .015 f (GHz)
1.4 MAXIMUM INPUT POWER: 2 WATTS AVG

AT +25°C DERATED LINEARIOY

0.5 WATTS AT +125C
1.5 OPERATING TEMP. RANGE: —85°C to +1257C

2.0 MARKING
2.1 MARK UNIT AS SHOWN
(REF.: INK—03813—27—XX)

30 EPOXY UNIT AS SHOWN (REF.; EPX-08000-44-012

4.0 DIMENSIONS IN PARENTHESIS ARE IN
MILLIMETERS.
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DESCRIPTION

ECR 6933
SHOW CORR. P/N

ECN 10832
REDRAW ON CAD
ECN 19049
ECN 20708

BoN 21171

M
Wi
N
0
P
g
R’

PER MIL—PRF-39012 -\

ATTENUATION VALUE DIM A
0—12dB .86(21.8)
13— 30dB 1.02(25.9)

DWG NO. WAS: 02333-01-00
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